
Trevira polyester flexible mantle is used as a standard flexible mantle for:
● High speed roll-up and fold-up doors
● Tilt and floor sealants on the side and top.

Technical specifications : (Conforms to EN 12641-2)

Flexible Trevira Standard Mantle

Norm Unit Value
Type of coating --- --- PVC

Material DIN EN ISO 2076 --- PES

Yarn count DIN EN ISO 2060 dtex 1100

Weave ISO 3572 --- P 2/2

Total weight EN ISO 2286-2 g/m2 900

Tensile strength - warp EN ISO 1421/V1 N/50 mm 4300

Tensile strength - weft EN ISO 1421/V1 N/50 mm 4000

Tear strength - warp DIN 53363 N 500

Tear strength - weft DIN 53363 N 500

Cold resistance EN 1876-1 °C -40

High Temperature PA 07.04 (intern) °C +70

Burning behaviour ISO 3795 mm/min. <100

Light fastness EN ISO 105 B02 Note, Value >6

Crack resistance

DIN 53359 A / DIN
EN ISO 7854 B (No

cracks) --- 100000 x

Adhesion PA 09.03 (intern) N/cm 20

Resistance to solvents DIN 51635 --- Resistant
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Standard colour chart
COIL's

reference Simil RAL
White 907 9010

Ivory 184 1015

Navon yellow 101 1021

Signal yellow 119 1003

Pure orange 205 2004

Carmine red 370 3002

Light blue 549 5012

Gentian blue 543 5010

Cobalt blue 566 5013

Emerald green 663 6001

Leaf green 623 6002

Opal green 636 6026

Aluminium grey 729 7035

Light grey 717 7040

Agate grey 705 7038

Powder grey 763 7037

Black 905 9005

Chocolate brown 830 8017

Graflex S.r.l. | Via Risorgimento, 54 | 20017 | RHO (Milano) | Italy
Ufficio Commerciale | Tel.: +39 0238203200 | E-mail: sales@coil.it | www.coil.it

mailto:sales@coil.it

